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CPCPRC AOC Characterization

Date
Location

:09-27-11
: Tank 540

Method/Diameter
Drilling Equipment

: Direct Push/2.25
: Geoprobe 7822 DT

Guayama, PR Coordinates (meters) : N 698777.616 E 756503.862 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
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7 Concrete T
] Conc. [CEFEEEE, 0540-07-S0O-2
] : e S 0540-07-SO-2DUP
7 Sandy silty clay (CL), very dark grey brown to
1 very dark grey, firm, HC odor, trace gravel 0.8
1 0.1/4 - will offset and re-run, returns of
E concrete dust/fragments and brown
] CL/SW
. 3.8/4
2]
E CL
3
4
- Sand (SW), fine to coarse grained, grey, : aa
1 5-10% gravel, dense, HC odor, dry to 10ft ?;Img offset ~18in NE
4 then moist, saturated between 10.9 and 11.3ft 35/4
5
6—: b81.4 0540-07-SO-6
7
3 SW
8]
9]
E 809.4
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Date :09-27-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 540 Drilling Equipment : Geoprobe 7822 DT
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. SW
11 water level at 11.60 ft
1 Sand (SW), fine to coarse grained, grey, water level at 11.04 ft after 10 minutes
-1 5-10% gravel, dense, HC odor, saturated
. SwW
12 ] B69.4 PID below top of water
7 Total Depth 12 ft
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